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53 ALUM. COMPOSITE PANELS="TRAY PANELS” 7.4 TRAFFIC BEARING, FLUID APPLIED, WATERPROOF, BY THE ARCHITECT. 9.7 CONTROL JOINT
2 SITEWORK 54  ALUM. COMPOSITE PANELS—0VER ENTRY AND ELASTOMERIC URETHANE MEMBRANE. 8.5 NARROW STILE STOREFRONT DOORS AND 9.8 EXPANSION JOINT
2.1 CONCRETE STAIR, COLOR AND FINISH TO BE WINDOW WALLS ARCHITECT SELECTED AND APPROVED COLOR. WINDOWS (MATERIAL, FINISH)
SELECTED AND APPROVED BY THE ARCHITECT. 55 VERTICAL ALUMINUM LOUVERS, PAINT COLOR 8.4 BUTT-JOINT CURTAIN WALL SYSTEM
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3.5 COLORED AND SEALED FINISHED CONCRETE 6.2  PVC WINDOW TRIM 87  BLIND HOLLOW METAL DOOR
FLOOR 6.3  EXTERIOR GRADE PLYWOOD SHEATHING 88  ALUM. PLATE OR PAINTED GALV. STL
3.4 FINISHED CONCRETE TOPPING SLAB/PAVING 64  PANTED GFRP CORNICE PLATE © WINDOW SURROUND
89  TEMPERED GLASS RAILING. +
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MATERIAL KEY NOTES

GENERAL

BUILDING OR ELEMENT ABOVE
BUILDING OR ELEMENT BELOW
BUILDING OR ELEMENT BEYOND

SITEWORK

CONCRETE STAIR, COLOR AND FINISH TO BE
SELECTED AND APPROVED BY THE ARCHITECT.
PREFABRICATED PLANTER BOX, TBD.

CONCRETE

BOARD—FORMED CONCRETE COLUMN, SSD
BOARD—FORMED CONCRETE SHEAR WALL, SSD
COLORED AND SEALED FINISHED CONCRETE
FLOOR

FINISHED CONCRETE TOPPING SLAB/PAVING

ALUM. COMPOSITE PANELS—OVER ENTRY AND

VERTICAL ALUMINUM LOUVERS, PAINT COLOR

SELECTED AND APPROVED BY THE ARCHITECT.

) METALS

51 ARCHITECTURAL STEEL "C—CHANNEL" or
ALUM. TUBE W/ "C—CHANNEL" CUT PROFILE

9.2 METAL RAILING

5.3 ALUM. COMPOSITE PANELS—"TRAY PANELS"

5.4
WINDOW WALLS

5.5

9.6 ALUMINUM FLASHING.

6 WOOD, TRIM and PLASTICS

6.1 WOOD SCREEN

6.2  PVC WINDOW TRIM

6.3  EXTERIOR GRADE PLYWOOD SHEATHING

6.4 PAINTED GFRP CORNICE

/ THERMAL & MOISTURE PROTECTION

7.1 FOUNDATION WATERPROOF SYSTEM AND DRAINAGE
BOARD WITH INTEGRAL FILTER FABRIC

7.2 WATERPROOF MEMBRANE W/ PROTECTION SHEET.

1.4

TRAFFIC BEARING, FLUID APPLIED, WATERPROOF,
ELASTOMERIC URETHANE MEMBRANE.
ARCHITECT SELECTED AND APPROVED COLOR.

9.7

9.8

OPERABLE METAL DOOR/WINDOW WALL SYSTEM
ALUMINUM CLAD WINDOWS AND DOORS,
METAL COLOR TO BE SELECTED AND APPROVED

NARROW STILE STOREFRONT DOORS AND

IGU: SOLARBAN 70XL—CLEAR GLASS with

IGU: SPANDREL CLEAR GLASS—HIGH OPACITY WHITE

ALUM. PLATE OR PAINTED GALV. STL

8 DOORS AND WINDOWS
8.1
8.2
BY THE ARCHITECT.
8.5
WINDOWS (MATERIAL, FINISH)
8.4  BUTT-JOINT CURTAIN WALL SYSTEM
TRANSLUCENT FRIT
8.5  BUTT-JOINT CURTAIN WALL SYSTEM
IGU: SOLARBAN 7OXL-CLEAR GLASS
8.6
8.7 BLIND HOLLOW METAL DOOR
8.8
PLATE @ WINDOW SURROUND
8.9  TEMPERED GLASS RAILING.

FINISHES

9.2
9.7
9.8

INTEGRAL COLOR CEMENT PLASTER, COLOR
10 BE SELECTED & APPROVED BY ARCHITECT.
CERAMIC TILE ON CEMENT PLASTER
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1.1 BUILDING OR ELEMENT ABOVE 51  ARCHITECTURAL STEEL "C—CHANNEL” or 71 FOUNDATION WATERPROOF SYSTEM AND DRAINAGE 81  OPERABLE METAL DOOR/WINDOW WALL SYSTEM 9.1 INTEGRAL COLOR CEMENT PLASTER, COLOR
1.2 BUILDING OR ELEMENT BELOW ALUM. TUBE W/ "C—CHANNEL” CUT PROFILE BOARD WITH INTEGRAL FILTER FABRIC 82  ALUMINUM CLAD WINDOWS AND DOORS, TO BE SELECTED & APPROVED BY ARCHITECT.
1.3 BUILDING OR ELEMENT BEYOND 52 METAL RAILING 7.2 WATERPROOF MEMBRANE W/ PROTECTION SHEET. METAL COLOR TO BE SELECTED AND APPROVED 9.2 CERAMIC TILE ON CEMENT PLASTER
53 ALUM. COMPOSITE PANELS="TRAY PANELS" 7.4 TRAFFIC BEARING, FLUID APPLIED, WATERPROOF, BY THE ARCHITECT. 9.7 CONTROL JOINT
2 SITEWORK 54  ALUM. COMPOSITE PANELS—0VER ENTRY AND ELASTOMERIC URETHANE MEMBRANE. 8.5 NARROW STILE STOREFRONT DOORS AND 9.8 EXPANSION JOINT
2.1 CONCRETE STAIR, COLOR AND FINISH TO BE WINDOW WALLS ARCHITECT SELECTED AND APPROVED COLOR. WINDOWS (MATERIAL, FINISH)
SELECTED AND APPROVED BY THE ARCHITECT. 55 VERTICAL ALUMINUM LOUVERS, PAINT COLOR 8.4 BUTT-JOINT CURTAIN WALL SYSTEM
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