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WA.3.1: PARKING PLAN
SCALE: 1"=60'

11X17 SCALE IS 1"=120'

T

STRUCTURAL GRID

S

S

S

S

S

S

SITE SECURITY CONTROL STATION

BUILDING SECURITY CONTROL STATION

TRASH COLLECTION

EMERGENCY GENERATOR

BICYCLE PARKING
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REGULAR STALLS

ENERGY EFFICIENT VEHICLE STALLS (EEV)
ADA COMPLIANT VEHICLE STALLS

ADA COMPLIANT VAN STALLS

TOTAL VEHICLE PARKING

8'-6" x 16'-6"

TOTAL

122*
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1351

BICYCLE PARKING 90
1499

* 8% OF TOTAL PARKING (APPROX. 122 SPACES) SHALL BE DESIGNATED PARKING FOR LOW-EMITTING, FUEL EFFICIENT, AND
  CARPOOL/VAN POOL VEHICLES. OF THIS TOTAL, UP TO 4 SPACES ARE ELECTRIC VEHICLE SPACES WITH CHARGING
  STATIONS,CONSISTENT WITH CALGREEN REQUIREMENTS.
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WEST CAMPUS TO PROVIDE BICYCLE PARKING FOR A MINIMUM OF 8% OF TOTAL EMPLOYEES (224), 90 AT PARKING LEVEL, 134 AT
LEVEL 1. SHORT TERM BIKE RACKS SHALL BE PROVIDED WITHIN 200' OF MAIN ENTRANCES (CONSISTENT WITH CAL-GREEN 2011)
TO FACILITATE ON-CAMPUS BIKE SHARE. SHOWERS ARE PROVIDED AT PARKING LEVEL, LOCKERS AT PARKING AND LEVEL 1.

8'-6" x 16'-6"

9'-0" x 18'-0" (W/ 5'-0" ACCESS AISLE)

9'-0" x 18'-0" (W/ 8'-0" ACCESS AISLE)

LEGEND

MAIN
ENTRY/EXIT

SECONDARY
ENTRY

BICYCLE PARKING.
43 SPACES IN FENCED

ENCLOSURE

WEST LOBBY.
MAIN PUBLIC ENTRANCE.

 FIN. FLR. ELEV. 10'

PASSENGER DROP-OFF
LANE

MAIN ENTRANCE. CENTER ACCESS LANE
TO BE REVERSIBLE WITH OVERHEAD
DIRECTIONAL INDICATORS.

1,500 SPACES

EMPLOYEE LOBBY ENTRANCE.
 FIN. FLR. ELEV. +10'

ACCESS CONTROL GATE TO EAST LOT.
CENTER ACCESS LANE TO BE REVERSIBLE

WITH OVERHEAD DIRECTIONAL INDICATORS.

EAST LOBBY.
FIN. FLR. ELEV. +10'

BICYCLE PARKING.
47 SPACES TOTAL. 22 SPACES
IN FENCED ENCLOSURE.

SHOWERS/
LOCKERS

EAST LOADING DOCK/
SERVICE ENTRANCE.

SECONDARY
ENTRY/EXIT

ACCESS CONTROL GATE TO
EAST LOT

EMERGENCY VEHICLE
ACCESS (EVA) LANE.
26'-0" MIN. WIDTH

ADA CAR
STALL, TYP.

ADA VAN
STALL, TYP.

ADA CAR/VAN STALLS STANDARD CAR STALLS
VEHICLE PARKING AND DRIVE AISLE DIMENSIONS SHALL BE PROVIDED PER CITY OF MENLO PARK PARKING STALL AND DRIVEWAY GUIDELINES.
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WA.3.2: FIRST FLOOR PLAN
SCALE: 1"=60'

11X17 SCALE IS 1"=120'
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STAIR, TYP.
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WA.3.2.1: MEZZANINE PLAN
SCALE: 1"=60'

11X17 SCALE IS 1"=120'
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WA.3.3: ROOF LEVEL PLAN
SCALE: 1"=60'

11X17 SCALE IS 1"=120'
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TYPICAL MECHANICAL
SCREEN WALL ENCLOSURE

NOTE:
THE ROOF IS INTENDED AS A SOCIAL SPACE FOR WALKING AND ASSEMBLY FUNCTIONS. A TEMPORARY SPECIAL EVENT TENT(SEE DESCRIPTION BELOW)
MAY BE ERECTED FOR SINGLE DAY EVENTS SUCH AS PRODUCT LAUNCHES, ALL-HANDS MEETINGS, AND COMPANY SOCIAL GATHERINGS THAT COULD
OCCUR DURING BOTH DAY AND EVENING HOURS. WALKING PATHS, WITH ADJACENT AREAS OF FURNITURE FOR SEATING AND DINING, WILL BE PROVIDED
WITH THE USE OF FOOD SERVICE CARTS AND PORTABLE GAS BARBEQUES. AT THE FOOD SERVICE CART LOCATIONS, EITHER A FABRIC TENT AND/OR A
CANOPY STRUCTURE WITH A SERVING COUNTER MAY BE PROVIDED TO AUGMENT THE FOOD SERVICE CARTS FOR SHADE AND INCLEMENT WEATHER
PROTECTION.

THE HORIZONTAL DIMENSIONS OF THE TEMPORARY SPECIAL EVENT TENT WOULD BE APPROXIMATELY 80'x180', WITH A MAXIMUM VERTICAL PEAK
APPROXIMATELY 28' ABOVE THE LAWN (SEE WA-7.1B & WA-7.5B). THE MAXIMUM TENT PEAK HEIGHT WOULD BE LIMITED BY THE MAXIMUM BUILDING HEIGHT
OF 73' ABOVE AVERAGE NATURAL GRADE. NOISE AND LIGHTING IMPACTS FROM THE SPECIAL EVENT SHALL BE WITHIN THE CURRENT APPLICABLE ZONING
ORDINANCES.

SEE SHEET WA 2.0 PROPOSED SITE PLAN FOR ROOF PLAN & MINIMUM LIGHTING STANDARDS.

SKYLIGHT, TYP.

WALKING PATH
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DEVELOPMENT STANDARDS PROPOSED PROJECT M-2 ZONING ORDINANCE PERVIOUS / IMPERVIOUS SURFACES

LOT AREA 963,682 SF 25,000 SF MIN. GROUND FLOOR
AVERAGE LOT WIDTH 500.75 FT 100 FT MIN. PERVIOUS LANDSCAPE

(OUTSIDE BUILDING FOOTPRINT) 185,636 SF
AVERAGE LOT DEPTH 1846.4 FT 100 FT MIN. PERVIOUS EMERGENCY VEHICLE ACCESS LANE

(PERVIOUS CONCRETE) 133,537 SF
SETBACKS IMPERVIOUS PAVING

FRONT Proposed 40 FT; Min. 40 FT 20 FT (OUTSIDE BUILDING FOOTPRINT) 154,754 SF
REAR Proposed 49 FT; Min. 40 FT 0 FT ACCESSORY BUILDING ROOFS (IMPERVIOUS AREA) 1,351 SF
SIDE (LEFT) Proposed 60 FT; Min. 40 FT 10 FT
SIDE (RIGHT) Proposed 60 FT; Min. 40 FT 10 FT FIRST FLOOR

IMPERVIOUS TERRACE 71,113 SF
BUILDING COVERAGE

COVERAGE: (INCLUDES BUILDING ENCLOSURE,
EXTERIOR TERRACES, SECURITY STATIONS)

485,124 SF 481841 SF ROOF LEVEL*
Proposed 50.34%; Max. 55% 50 % PERVIOUS GREEN ROOF LANDSCAPE/PATH 357,479 SF

IMPERVIOUS ROOF 59,812 SF
FAR (FLOOR AREA RATIO) 433,555 SF / 963,682 SF 433,656 SF / 963,682 SF

44.99 % 45 % TOTAL PERVIOUS SURFACE WITH GREEN ROOF 676,652 SF
70 %

SQUARE FOOTAGE BY FLOOR TOTAL IMPERVIOUS SURFACE WITH GREEN ROOF 287,030 SF
GROUND FLOOR 14,293 SF 30 %
FIRST FLOOR 403,691 SF
MEZZANINE 9,802 SF TOTAL PERVIOUS SURFACE EXCLUDING GREEN ROOF 319,173 SF
ROOF LEVEL 5,319 SF 33 %
ACCESSORY BUILDING (SECURITY STATIONS) 450 SF TOTAL IMPERVIOUS SURFACE EXCLUDING GREEN ROOF 644,509 SF

TOTAL SQUARE FOOTAGE 433,555 SF 433,656 SF 67 %

BUILDING HEIGHT ABOVE AVG. NATURAL GRADE* 73 FT 35 FT
*POTENTIAL GREEN ROOF AREA REPORTED IS SUBJECT TO REFINEMENT

PARKING INCLUDES SECURITY STATIONS AND TRASH ENCLOSURES
PARKING PROVIDED ONSITE 1,499 SP.
CALCULATED BASIS: 1 SPACE / 300 SF 1,446 SP.MIN. REFER TO WL.1 TREE DISPOSITION PLAN FOR A DETAILED SUMMARY OF TREE

REMOVAL AND REPLACEMENT REQUIREMENTS.

*AVERAGE NATURAL GRADE IS ESTIMATED AT +7'-10"
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WA.3.4: PROPOSED AREA STATEMENT

THE MAXIMUM FAR IS 45% BASED ON THE NET LOT AREA AFTER ACCOUNTING FOR THE ANTICIPATED NET EFFECT OF CALTRANS DEDICATIONS &
ABANDONMENTS, PER SHEET WA.1.
LOT AREA REFERS TO THE AREA CONTAINED WITHIN THE PROPERTY LINE. REFER TO WA.1 & PROJECT SURVEY.
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WA.3.5: LOT COVERAGE DIAGRAM
SCALE: 1"=60'

11X17 SCALE IS 1"=120'
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SECURITY KIOSK INCLUDED IN
LOT COVERAGE CALCULATION

EXTERIOR TERRACE/CANOPY

BUILDING ENCLOSURE

LEGEND

SECURITY STATIONS
Note:
Exterior stairs do not have roofs.
Trash enclosures and equipment pads are excluded from lot coverage
calculation per City of Menlo Park Planning Division.

Building Enclosure Area

LAND COVER CALCULATION

Exterior Terrace/Canopy Area

Security Station Area

485,124 sfTotal Coverage

Building Site Area

Coverage Percentage

963,682 sf

50.34 %

300 sf

416,350 sf

68,474 sf

Max. Coverage Percentage 55.00 %

SECURITY KIOSK INCLUDED IN
LOT COVERAGE CALCULATION

SECURITY KIOSK LOCATED
BELOW PRIMARY PROPOSED
BUILDING TERRACE. LOT
COVERAGE AREA ACCOUNTS
FOR KIOSK WITHIN EXTERIOR
TERRACE/CANOPY AREA.

EQUIPMENT PADS AND TRASH
ENCLOSURES EXCLUDED FROM
LOT COVERAGE CALCULATION

EQUIPMENT PADS AND TRASH
ENCLOSURES EXCLUDED FROM
LOT COVERAGE CALCULATION
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WA.3.6: SQUARE FOOTAGE DIAGRAMS
SCALE: 1"=100'

11X17 SCALE IS 1"=200'

FIRST FLOOR: 403,691 SF

GROUND FLOOR: 14,293 SF
ACCESSORY BUILDINGS: 450 SF

TRASH ENCLOSURE AREA IS EXCLUDED FROM GROSS FLOOR AREA
CALCULATION PER CITY OF MENLO PARK ZONING ORDINANCE

EXTERIOR TERRACE

BUILDING ENCLOSURE

LEGEND

SECURITY STATIONS

ENCLOSURE AREA

EXTERIOR TERRACE
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WA.3.7: SQUARE FOOTAGE DIAGRAMS
SCALE: 1"=100'

11X17 SCALE IS 1"=200'

EXTERIOR TERRACE

BUILDING ENCLOSURE

LEGEND

SECURITY STATIONS

MEZZANINE LEVEL: 9,802 SF

ROOF LEVEL: 5,319 SF

TOTAL SQUARE FOOTAGE: 433,555 SF
433,555 / 963,682 SF = 44.99% FAR

NOTES:
1. Gross Floor Area (GFA) Definition 16.04.325. Adopted and effective December 7, 2010.
2. Exceptions to GFA 16.04.325 C.1 : Nonuseable or nonoccupiable spaces not to exceed 3% of maximum allowed GFA.
3. Exceptions to GFA 16.04.325 C.2: Building areas with noise generating equipment - mech + generators not to exceed 1% of GFA
4. Exceptions to GFA 16.04.325 C.3: All areas devoted to covered parking and related circulation.
5. Exceptions to GFA 16.04.325 C.5: Vent shafts, such as building mechanical air ducts.
6. Trash enclosure area is excluded from GFA calculation per City of Menlo Park Zoning Ordinance 16.04.325 C.6

ENCLOSURE AREA

EXCLUDED MECHANICAL SPACE

Enclosure Area

Ground
Floor

First
Floor

Roof
Level

15,793 sf 405,284 sf 18,320 sf

Exclusions to GFA

Shafts - HVAC, Plumbing

Enclosures for Trash & Recycling

Areas for Building Systems -
Generators, Mech. ³

Non-Occupiable/Inaccessible Areas ²

Total GFA Exclusions

GFA Calculation ( Sub-Total Gross
Area - Total GFA Exclusions)

Total

433,555 sf

1,050 sf

0 sf
0 sf

0 sf

1,050 sf

0 sf

0 sf
0 sf

0 sf

0 sf

0 sf

85 sf
3,165 sf

0 sf

3,250 sf

838,495 sf

1,050 sf

85 sf
3,165 sf

1,500 sf

5,800 sf

GFA CALCULATION

Open to Below Areas 0 sf 1,593 sf 9,751 sf 399,140 sf

Sub-Total Gross Areas

14,743 sf 403,691 sf 5,319 sf

15,793 sf 403,691 sf 8,569 sf 439,355 sf

Mezzanine
Level

399,098 sf

11,302 sf

387,796 sf

0 sf

0 sf

1,500 sf

1,500 sf

9,802 sf

0 sf

EXCLUDED NON-OCCUPIABLE SPACE
GFA EXCLUDED PER CITY OF MENLO PARK
ZONING ORDINANCE SECTION 16.04.325 C.1

GFA EXCLUDED PER CITY OF MENLO PARK
ZONING ORDINANCE SECTION 16.04.325 C.2
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